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SAE MOUNTING | WIRING

SAE Squadron

T Begin by removing the light and bracket from the box and orient them as
shown in the picture.

2 |ocate the Bmm Button Head hardware in the provided hardware pack,
placing the center 3/8" bolt through the bottom of the bracket with
associated washers shown in the picture. Do not fully tighten the lower
mounting bracket hardware until the light has been properly aimed.

3 Mount the bracket to the light using the remaining Bmm hardware and
associated washers, as shown in the picture.
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SAE Squadron __ __ Switch

Light Connector

SAE FOG LIGHT GUIDELINES (Ta comply with SAE and road safety rules, we recommend the following guidelines)

(O Toachieve the recommended light angle. the top of the light spread should be aimed near the horizon or
lower. Refer to the aiming guide below.

W

o Ihe face of the light must be parallel to the face of the car, or perpendicular to the horizon line. In other
words, the light must be pointing straight, not angled outwards. Angling the light outwards may blind
oncoming traffic and is non-conformant to SAE Standards.

— The SAE light can only be mounted right-side up or upside down.

uService’ IS NOT a feature of SAE product offerings by Baja Designs, and if tampered with will void the

Warranty. The Limited Lifetime Warranty is valid only if sent back for repairs.

AIMING THE SAE LIGHT

FIRST , ensure that the vehicle's headlights are properly aligned. Check the vehicle owner's manual for the
proper headlight alignment procedures. Online tips for aligning headlights may be convenient, but can be
misleading, as all vehicles can have varying headlight heights. Failure to properly align one's headlights, before
aligning fog lights, could possibly result in non-conformant fog lights.
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