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LIMITED LIFETIME WARRANTY  

Baja Designs proudly offers a LIFETIME WARRANTY against manufacturer’s defect on all the products 
that we manufacture.  
These are comprehensive warranties; other than the exclusions below – you’re covered. If your LED 
or HID bulb burns out, you’re covered. Additionally, cutting off our connector or changing your lenses 
does not automatically void your warranty.  
 
Exclusions: Installation errors, abuse, misuse, or crash damage. You must be the original owner of 
the product and can supply proof of purchase.  
Baja Designs manufactures its own products as well as resells products manufactured by others. 
Baja Designs makes no express or implied warranties on products not manufactured by Baja Designs 
including without limitation any warranties or merchantability and fitness for a purpose. We will, 
however, pass on all warranties made by the manufacturer, who has sole responsibility for 
performing such warranties. Baja Designs will pay the freight if your product is less than 90 days old, 
otherwise defective products must be returned to Baja Designs, Inc., freight prepaid. At our option, 
we will repair or replace items in question and return them at no charge. If the identical product is no 
longer available, we will replace it with a similar product of equal value. Baja Designs Inc. will not be 
responsible for any indirect or consequential damages in connection with defective merchandise.  
Items purchased through a Baja Designs authorized dealer must be returned through the dealer. Only 
available on LED auxiliary lights and product must be in sellable condition at MSRP. Product that has 
been damaged in any way after the original purchase date will be excluded from this guarantee.  
 
Indemnification: Buyer hereby acknowledges off-roading, racing and driving at night are 
dangerous activities and that the products and/or supplies purchased from Baja Designs are 
used in an inherently dangerous activity that may endanger life and limb; and in no event shall 
the seller, or seller's heirs and assigns, be held liable for consequential damages, nor shall 
seller's liability on any claim for damages arising out of or connected with the sale, delivery, or 
use of purchased products and/or supplies exceed the purchase price of the products and/or 
supplies. Buyer is responsible for ensuring that it uses the products (and its vehicle) in 
accordance with all applicable laws, regulations, guidelines, and standards of care. Buyer 
acknowledges that some products may only be used when off-roading, and  
 
Buyer will comply with all vehicle and road safety guidelines. Buyer is solely responsible for 
(and will indemnify and hold Bestop harmless for) any claims, losses, damages, fines, fees, 
costs, or other amounts arising out of Buyer’s non-compliance with these provisions. 
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2022+ Harley-Davidson Low Rider ST 
No Cut DOT LP6 Headlight Kit 
PART NUMBERS  44-8319 (White)  |  44-8320 (Amber) 

KIT CONTENTS 
QTY COMPONENT 

1 Main Mounting Bracket – Single DOT LP6 
1 Rear Mounting Bracket  
1 10/32 x 1” screw to add for support  
4 1/4-20 Nylock Nuts 
4 1/4 in. Washers 

 

TOOLS REQUIRED 
1/4 in. Allen wrench (T-handle preferred)  |  Phillips Size #10 Screw Driver  |  7/16 Wrench  

BEFORE YOU BEGIN 
WARNING: Before starting the installation, disconnect the battery power. Be sure to protect painted 
surfaces and support the outer fairing during removal. Follow the motorcycle manufacturer's service 
guidelines for safely handling the battery and fairing. The instructions indicate that the DOT LP6 kit 
replaces the entire factory headlight assembly.  
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STEP 1  |  REMOVE FAIRING AND FACTORY LIGHT 

Remove the factory headlight assembly, trim ring, and rear mounting plate. Retain all factory mounting 
hardware for reuse during installation. 

STEP 2  |   

Remove the factory headlight assembly, trim ring, and rear mounting plate. Retain all factory mounting 
hardware for reuse during installation. 

STEP 3  |  POSITION REAR BRACKET 

Insert the rear mounting bracket into the fairing and center it using the three existing factory mounting 
holes. Ensure the bracket sits flat and is properly aligned before proceeding. 

STEP 4  |  INSTALL FACTORY HARDWARE 

Remove the factory headlight assembly, trim ring, and rear mounting plate. Retain all factory mounting 
hardware for reuse during installation. 

STEP 5  |  DRILL SUPPORT HOLE 

Locate the remaining support hole at approximately the 7 o'clock position of the mounting ring.  

Using the bracket as a drill template: 

Verify bracket alignment. Drill through the bracket and fairing using a 3/16" drill bit.  Install the supplied 
10-32 x 1" support screw, washer, and nylock nut. 

This fourth mounting point provides additional structural support. 
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STEP 6  |  INSTALL LP6 INTO FRONT BRACKET 

Using the hardware supplied with the DOT LP6 light, attach the LP6 to the front mounting bracket.  Do 
not fully tighten the LP6 mounting hardware at this time. Final adjustment will occur during aiming. 

STEP 7  |  INSTALL LIGHT ASSEMBLY 

Insert the DOT LP6 and front bracket assembly into the rear mounting bracket.  Align all four mounting 
studs with the rear bracket mounting holes. 

STEP 8  |  INSTALL NUTS AND WASHERS 

Install the supplied washers and 1/4-20 nylock nuts onto all four mounting studs.  Start all hardware by 
hand and tighten evenly once all fasteners are installed. 

STEP 9  |  AIM HEADLIGHT 

Adjust the DOT LP6 headlight to the desired position.  Once proper beam alignment has been achieved, tighten all 
mounting hardware securely using a 7/16" wrench. 

 

FINAL CHECK 
• All mounting hardware is installed and secure. 

• Headlight pivots/aims correctly and does not have side-to-side play. 

• Harness is secured away from sharp edges, heat, and moving parts. 

• Steering moves lock-to-lock without pulling or pinching wiring. 

• Battery is reconnected according to the motorcycle manufacturer procedure. 

• Headlight operation and aim are verified before riding. 
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